
FEATURES: 
Provides precise on-demand application of flux to target 

with virtually no overspray. 

Promotes a true no-clean process as the flux can be miti-

gated by the solder wave with no residue.  

Ideal for micro deposition to the smallest solder sites. 

Fully Maintainable and Serviceable. 

Compatible with all known flux chemistries. 

Works with up to 35% solids content. 

Modular design allows for servicing without tools.  

DESCRIPTION: 
The KFS-DJ Drop-Jet Spray Head  is designed to control 

and dispense a single drop of fluid or a continuous pattern 

less than 2mm wide ideal for single terminations close to 

SMT components. The continuous deposition is perfect for 

header or connector pins. The KISSware OS integrated with 

the fluxer electronic control module provides the necessary 

on/off and drop frequency control of the Drop-Jet Spray 

Head.  

The KFS-DJ Drop-Jet Spray Head  can be integrated side 

by side with the standard KISS aerosol spray head for dual 

technology capability often needed where both mass and 

delicate selective soldering processes are required. 

SPECIFICATIONS:   

 Nozzle orifice size                    130um (standard) 
 Practical Drop Size                   2 to 4 mm (adjustable) 
 Drop Frequency                        0 to 90 Hz 

 

Practical deposition distance 
    from the solder site                  4mm—55mm 
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Model  KFS-DJ  

 “the  Maintainable  Drop-Jet Spray Head” 


